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BMX Site Area 4060m2
Track length 325m
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screen mounding
continues into BMX berm

CCTV mast on mound
solar powered and radio linked
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within track area
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new ash 
trees

Park View from North.
Screening of BMX area with 
dense planting and mounding
ensures character of park is 
maintained

1150m2 Mixed Woodland 
with protective perimeter fencing to match existing on site
Matrix planted at 1.5m centres using 60-90cm ht 1+2 transplant 
whips (unless stated) with gro-cones/cane support 5 Litres 
proprietry compost:
730 plants
15% Acer campestre
15% Alnus incana
15% Corylus avellana
15% Crataegus monogyna
15% Fraxinus excelsior (half standard+ stake/ie+ 30 Litres 
compost)
5% Ilex aquifolium 90cm ht rootball)
5% Quercus robur (half standard+ stake/ie+ 30 Litres compost)
5% Pinus nigra (100-120cm ht rootball)
10% Prunus avium

economy forest bark after planting

BMX track with 
3mm limestone 
chippings to dust 
compacted in two 
20mm layers on 
compacted subbase

BMX
TRACK 
KEY
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Scalloped slopes
to 0.4m ht platform

corner unit with
quarter pipe to 0.9m ht

+0.6

4
low boundary wall

SKATE 
PARK KEY

Brushed concrete surface

Skate units

Numbers key:
1. Quarter Pipe: 1.5m high 4.8m wide
2. Quarter pipe 1.5-1.8m high 4.8m wide
3 Driveway: 0.5m high, 2.4m wide 15degree. Grind 
Block: o.5m high Grind rail 0.55m high
4. Spine: 1.5m high 4.8m wide
5 Rollover: 1m high 2.4m wide
6. Quarter Pipe 1.8m high 7.2m wide
7 Quater pipe 1.8m high 2.4m wide
8. Block 0.45m high 1m wide 5m long
9. Rail 0.4m high 3m long
10. Block/manual pad 0.3m high from top 0.7m high 
from ground 2m wide 3m long
11. Raised area 0.4m high
12. Ledge 0.5m high 0.6m wide
13. Rail 0.5m high flat steel

7.2

7.2

SKATE
710m2
(see notes for 
number reference)

RIVERSIDE PARK
EARLEY

New link path

new 
specimen 
willow 
trees. Salix 
alba

tensile fabric shelter, 
Type: " Mistral" 
see note.

service vehicle 
loop

Possible pedestrian 
link for Winnersh 
bypass pedestrian link

Possible reserve for pedestrian link 
for Winnersh bypass pedestrian 
link

New bushes
(screen view 
from road)

gentle grading to 1m to reduce skatepark 
visibility and with sleeper terrace on 
inner edge for spectator viewing 
skatepark

0 50m

EXISTING WOODLAND

EXISTING WOODLAND

NEIL THOMSON

Orchard Green
Newlands lane

Stoke Row
Henley on Thames

Oxfordshire RG9 5PS

Tel  01491 68 3728
email: nthomson@dircon.co.uk

Landscape Architect
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Earley Town Council
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cycle stands

grass terracing

3 sleeper log terrace 
steps at 90cm interval 
with hoggin infil 
300mm ht steps

UPGRADED PARK 
ENTRANCE WITH 
PEDESTRIAN AND 
CYCLE ACCESS

0.5 1.0

New culvert
(grassed over) 

New graded 
path at 1:12 
max

landfill for 
graded 
path

relocated noticeboard "The riches of 
the river Lodden"

new litter bin at path edge 
and within parkremove liiter bin

new oak post and 3 bar 
railings

New twin oak entrance posts

Close off path, 
remove bitmac 
surfacing  and 
remove 2 galv ms 
barriers, Remove 
path and woodland 
plant gap to deny 
access

Remove path and culvert and 
reinstate mounded edge between 
pavement and ditch

relocated bin

relocate two benches
to avoid obstruction to path

new hard surface 
for sitting area

realign path 
for ease of 
use

remove and 
grass existing 
path

relocate path to 
encourage access to safe 
road crossing

Existing ash trees

Iroko hardwood 
bench seat on galv 
ms frame with wire 
mesh lockers under
see note

Ash

Ash

4 Ash

Ash

3 Ash

767/01 rev A

5 Ash

5 Birch
Betula pendula

5 Willow
Salix alba

Regularly Mown grass area

Rough grass 2-4 annual mowings

Existing woodland. Mostly fenced 
with post rail and mesh fence

New woodland

Existing well compacted gravel 
chipping path

New matching gravel 
chipping path

New pencil edge or smooth 
edged grey concrete block 
paved area/path

Ditch

New 1.0m ht post, rail 
and mesh boundary 
fencing

New 1.0m ht 
hardwood railings

New contouring 
shown at 0.5m ht 
intervals

Existing individual trees
New Advanced nursery stock trees
14-16cm girth at 450cm ht in 1m3 topsoiled 
tree pit with 80 litres compost angle staked 
with adjusted tree tie and buffer

Hoggin

Fabric tensile shade structure:
Standard Mistral unit  by 
Fabric Architecture ,Unit B4 Nexus, Gloucester Business Park, Hurricane Road, Gloucester, 
GL3 4AG, Tel: +44 (0)1452 612800 , Fax:+44 (0)1452 621200 
Email: sales@fabricarchitecture.co.uk     www.fabricarchitecture.co.uk
Preferred material: solar glass weave fabric
Colour: white.  Fire resistant.   Loading: 10 tonnes per linear m.  Graffiti: does not stick

Fittings: 316 stainless steel
Post Steelwork hot dipped galv two pack epoxy painted to RAL 50917 (dark blue)

N

2 hardwood railing 
staggered barriers

as shownOct 2006

new litter bin

new litter bin

noticeboard

Bench- adapted to incorporate lockers (see note)

Mistral Tensile fabric structure (see note)

Bench seat under structure.
Adapted "Lazy Dragon" seat or equal by 
Pendlewood Ltd, Barton Aerodrome, Eccles, Salford, Manchester, M30 7SA
Tel: 0844 892 0113   Fax: 0844 892 0114
Email: info@pendlewood.com     www.pendlewood.com
3.6 x 3.6m seat 60cm deep and 450mm seating height
Iroko slats with galv ms support structure and skate board restrictor on tops surface.
standard 25 x254 x2.5mm weld mesh and 8mm diam boundary wire rigid mesh lockers 305x 
305x 450mm depth to be welded to underside of seat and min 50mm above ground level. 
Estimated lockers: min 16no.

275m2 Mixed Woodland 
with protective perimeter fencing to match existing on site
Matrix planted at 1.2m centres using 60-90cm ht 1+2 transplant 
whips (unless stated) with gro-cones/cane support 5 Litres 
proprietry compost:
190 plants
10% Acer campestre
20% Corylus avellana
20% Crataegus monogyna
10% Ilex aquifolium (90cm ht rootball)
10% Rosa canina
20% Prunus spinosa
10% Viburnum opulus

economy forest bark after planting

Estate railing fence

Estate railing gate 
with lock

Estate railing gate 
with lock

Cycle stand style

PARK ENTRANCE 2 Oak posts 

RIVERSIDE PARK

Oak post and rail
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